
鋼筋混凝土簷篷勘測

REINFORCED CONCRETE
CANOPY INVESTIGATION

To ensure the safety of reinforced
concrete canopies or balconies, we
can provide a full range of testing
and inspection services to
investigate the integrity and stability
of the canopy, such as the safety of
canopy structure, factor of safety
against failure, the efficiency of
waterproofing and the drainage
system. A comprehensive report will
be provided after the inspection.

本公司能提供鋼筋混凝土簷篷完整性的結構

安全測試和勘測、分析及編寫檢驗報告，該

報告包括合資格人士證明抗塌安全系數的計

算。 
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洲有限公司
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Shing Commercial Building, 
 28 On Lok Mun Street, On
Lok Tsuen,  Fanling, New
Territories, Hong Kong 
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Tel: (852) 2682 1203 傳真Fax:
(852) 2682 0046 

Stanger (Macau) Testing
Limited 史達嘉檢測 (澳門)有
限公司  

Cave H, Av. De Olimpica
No. 568,  Edf. Va Nam
Industrial, Taipa, Macau 
澳門氹仔奧林匹克大馬路568
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(853) 6610 0638 

Stanger Testing
(Shenzhen) Limited 史達嘉
信息諮詢(深圳)有限公司  

Room 1308, 13/F, Xin’an
Building, No.3009 Renmin
South Road,  Luohu
District, Shenzhen, China 
中國深圳市羅湖區 人民南路
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1. Visual Inspection
& Hammer Tapping
Test 
目視檢測簷篷的排水和防水

系統狀況，簷篷混凝土的剝

落程度和位置，以及進行敲

錘測試

用鋼筋深度錶測量鋼筋的舖

排及混凝土保護層的厚度 

CANOPY INSPECTION TESTS INCLUDE:
勘測測試包括:

在位於簷篷頂部與接近連接

樓宇的主體結構的適當位

置，開鑿混凝土保護層，以

確定現有鋼筋的銹蝕程度、

舖排及直徑 

3. Open Up Survey 2. Covermeter
Survey

4. Determination of
Chloride Content &
Carbonation Depth

混凝土碳化程度測試及氯化

物含量測試

混凝土抗壓强度測試 根據現有鋼筋實際狀況及簷

篷尺寸(包括樓板及沙漿底
層的厚度)計算抗塌安全系
數

6. Calculation of
factor of safety

5. Concrete
Compressive Strength 
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